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Step 1. 


To begin assembly, place 5 Star Base (5) upside 
down and insert Casters (6) into bottom of Base (5). 


Turn Base (5) right side up on the floor and insert 
Gas Lift (8) into center hole on Base (5) 


Place Telescoping Cover (7) over the Gas Lift (8) . 
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step 2. 


Attach Mechanism (4) onto the bottom of mesh 
Seat (3) (with front of Mechanism facing front of 


Mesh Seat) by using shorter screws(10) for holes of 
Mechanism (4) and tighten screws. 
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Step 3. 


Attach the Backrest (1) to the Mesh Seat (3) 
by positioning the back support plate over the 
Mechanism (4) with longer screws(9). 


“Note : Do not over tighten these long screws. 
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Step 4. 


Position the assembled chair upright with the Seat 
Mechanism facing down. Insert the Gas Lift (8) with 
Telescoping Cover (7) into the center hole of the 


Mechanism (4) and press it down until fully engaged 
and rest it on the Base (5). 
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2 screws Nave been Remove the screws Then, reinstall the 
installed in the headrest from the headrest, headrest on the chair 
before shipment. Also, detach the headrest frame and fix it with 
the kit offers 2 spare into 2 parts. SCrews. 


headrest screws. 


Step 5. 


Attach the Headrest (2) to the Backrest(1) by using 2 
screws(11) and tighten screws. 
“ Note: The screw hole is a bit inclined, find the 


correct angle when tighten. Headrest should fit tightly 
when finished. 


Check the chair and make sure all bolts, screws and 
Knobs are securely tighened. 


08 


S#eeks 


thea. 





* Two adjustments: 


When you press 2 small buttons of the headrest. 
the headrest can be raised or lowered, so you can 
further adjust the height and Angle of the headrest. 
Please see the mark for the 2 small buttons, 

they need to be pressed at the same time. 


Step 6. 


Periodically (every 90 days) make sure that the 
screws are still fully tightened and rest It on the 


Base (5). 
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Seat Height 
Press the handle forward 
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Tilt Function 


Pull out/push in the handle 
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Tilt Tension 


Rotate the knob 
Se pee S~ 


@ To Adjust The Seat Height: 
Find the handle under the right side of the seat. 
Press the handle forward, the seat height can be adjusted up and down. 


"If you need a higher / lower gas lift, or the chair can't maintain the seat height 
normally, please contact our after-sales team directly for a new gas lift cylinder 
(lenuages. service@hotmail.com). 
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Free: Pull the handle out, the back of the chair is free and it tilts back. 
Lock: Push the handle in, the back of the chair can be locked in a position. 
It has 3 levels to lock, so the chair back can be locked in 3 different positions. 


‘If the chair can't tilt back or lock, please e-mail us to get the tech support or 
Part replacement. 


3) To Adjust The Tilt Tension: 


Rotate the knob in the direction of "-", the chair can lean back more smoothly. 
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